MODEL-BASED EARLY TERMINATION SCHEME FOR H.264/AVC INTER PREDICTION

Lien-Fei Chen, Shin-Ping Yang, and Yeong-Kang Lai

Department of Electrical Engineering, National Chung Hsing University
No. 250, Kuo Kuang Road, Taichung, Taiwan

ABSTRACT

Inter prediction is the most power-consumed component in H.264/AVC encoder. For the power-aware design, it is necessary to reduce the power consumption by using fast inter prediction techniques. In this paper, a system-level power-aware algorithm based on the early termination scheme of H.264/AVC inter prediction is proposed. The proposed early termination scheme for H.264 motion estimation is based on the statistical modeling of the motion compensated residual data. We develop a power-aware adaptive mechanism with multiple thresholds derived from the statistical model to early terminate the motion estimation (ME). According to the experimental results, our early termination scheme for H.264/AVC inter prediction not only preserves fine RD performance but also eliminates the unnecessary operation in both IME stage and FME stage to realize the power-aware H.264 encoder system.

Index Terms—Early Termination, Skip Mode, Motion Estimation, VLSI, H.264/AVC

1. INTRODUCTION

The emerging video coding standard H.264/AVC is developed to achieve higher compression efficiency of moving pictures for various applications. Many advanced features are adopted in H.264/AVC, such as space-domain intra prediction, multiple reference frames, variable block-size motion estimation (VBSME), deblocking filter, integer transform, etc. Hence, the compression performance in H.264 is improved with a huge increase of the computational complexity. Therefore, the low power techniques are the significant bottleneck in reducing computations for H.264 encoder.

According to the power profile of H.264 baseline profile encoder chip, Chen et al. [1] shows the motion estimation architecture, including IME and FME, consume more than 70% power of the whole encoder. Therefore, the low power fast inter prediction techniques are the significant design challenges in reducing computation for H.264 encoder. Many fast IME and FME algorithms are proposed to save the computational power of the IME engine and FME architecture respectively. However, both of these fast algorithms have their own limit for the low-power design. The system-level fast inter prediction techniques are necessary to go a step future to reduce the computation of both IME and FME, such as the fast mode decision algorithms. Some hardware-oriented fast mode decision algorithms have been proposed to reduce the computation of the FME unit [2]-[4]. According to their decision criterions, a set of the probable modes are selected after IME stage to save 43%–73% computing cycles of FME engine.

The early ME terminated mechanism is another significant interest to terminate the operation of the inter prediction including IME and FME. For the nature video sequence, there exist a lot of homogeneous or stationary regions which belong to the same video objects or exhibit similar motion even if still. Most of these homogenous blocks and stationary regions are coded as the SKIP mode, and their motion vectors often occur around (0, 0) or MVP. Table I shows the SKIP mode statistics with some popular test video sequences. According to this table, the probability of the SKIP-MB is appreciable especially for high QP applications. In addition, the early termination scheme is the context-adaptive algorithm. More than half of the MBs are usually coded as the SKIP-MB for the slow motion pictures or surveillance applications such as akiyo, hall, container, news. Therefore, many early ME-terminated algorithms are proposed based on the fast SKIP prediction algorithms [1][5]-[7]. However, these fast SKIP detection methods either depends on the constant threshold values [5] or are determined by a great quantity of experimental data [1][6][7].

In this paper, we will propose an early termination scheme to detect the homogeneous MB and the stationary MB efficiently. In view of the theoretical model, a mathematic method to determine the threshold value is proposed to early terminate motion estimation operation. By way of modeling the motion compensated residual data, a hybrid
model based on generalized Gaussian distribution (GGD) is utilized to develop the adaptive threshold values for our early termination mechanism.

2. MODELING OF THE MOTION COMPENSATED RESIDUAL DATA IN H.264/AVC

A. Statistics of the Motion Compensated Residual Pixels

Many statistical models of the motion-compensated residual data are analyzed and proposed. Pao et. al. [8] analyzes the distribution of the pixel values after motion-compensated prediction can be modeled by the zero-mean Laplacian distribution. In [9], Wang et. al. consider that recent advanced motion estimation algorithms have shown that the motion compensated video frames are very close to random noise. Thus, the motion compensated video frames are best to be modeled by Gaussian distribution.

In order to obtain the accurate mathematical model, we simulate the JM12.2 reference software, and gather the values of the motion compensated residual pixels. Fig. 1 shows the plot of the histogram of the motion compensated residual values. The video sequence used here is from the STEFAN sequence. General Gaussian means that the index number of the exponent is 1.5 for the GGD model. From Fig. 1, we find that residual data can be modeled by GGD model with the shape parameter from 1 to 2. In order to simplify the complexity of the modeling, the values 1, 1.5, and 2, are chosen for shape parameter to model the residual blocks for different QP parameters.

B. Detection of All-Zero Transform Quantized Block

Because the homogenous blocks and stationary regions are usually coded like the SKIP mode with the motion vectors around (0, 0) or MVP, and all transform quantized coefficients within the block are also usually quantized as zero. Therefore, we are confident that the MB is homogenous or stationary if its motion vector is around the (0, 0) or MVP and the quantized coefficients of all 4x4 blocks within the MB are zeros. However, we can only obtain the SAD values at the (0, 0) and MVP at IME stage. The all-zero block detection method is necessary to find the relation between the SAD value and the threshold value of the all-zero transform quantized coefficients.

According to the definition of the H.264 quantization, the transform quantized coefficient will be zero if the following inequality holds:

$$|TR[I/J]| < \frac{2^{q_{in}} \cdot q_{const}}{q_{rem} |I/J|}$$

Because the threshold value TR in (3) is not available at IME stage. We should find the relation between the SAD value and TR. Thus, we can deduce the threshold value for the SAD according to this correlation.

The derivation of threshold value is very similar to [10]. Here, we only focus on the results of the threshold value based on the GGD model with three different shape parameters. For the Laplacian distribution, the all-zero situation holds if SAD value is smaller than predefined threshold as follows:
In (4a), the threshold value $TH_{Laplacian}$ is the function of QP and parameter $n$. It means that threshold value $TH_{Laplacian}$ will raise with the increasing of the quantization step. The parameter $n$ controls the probability that transformed coefficients will be quantized to zero. For $n = 3$, the probability of Laplacian distribution that a value will fall within $(-3\sigma, 3\sigma)$ is about 99%. When $n = 2$, then the probability of this coefficient being zero after quantization will be reduced to 94%. In the same way, the threshold values based on the normal distribution and the GGD model ($\alpha = 1.5$) are shown in (4b) and (4c) respectively.

$$SAD < \frac{16 \times TH_{TR}[QP][0]}{9.47\sqrt{2 \cdot n}} = TH_{Laplacian} \quad (4a)$$

$$SAD < \frac{16 \times TH_{TR}[QP][0]}{9.47\sqrt{2 \cdot n}} = TH_{Normal} \quad (4b)$$

$$SAD < \frac{16 \times TH_{TR}[QP][0]}{9.47 \times 1.303128 \times 26n} = TH_{GGD} \quad (4c)$$

### 3. Model-Based Early Termination Scheme

Fig. 2(a) shows the data flow of the proposed fast inter prediction with early termination scheme and inter mode pre-decision. Fig. 2(b) shows the detail decision flow of proposed early termination scheme.

- For our early termination scheme, one design bottleneck is how to determine the threshold value in Fig. 2(b). According to above discussion, the residual data can be modeled by GGD model with different shape parameters. In the light of three shape parameters, three corresponding threshold values are utilized in terms of the quantization step and the encoding status. In order to get the best choice for the trade-off between video quality and power consumption, a hybrid model based on GGD model is proposed in Fig. 3. For the different quantization steps, different models are exploited. In order to ensure the accuracy, it is necessary to employ the pessimistic model as the conservative estimation. For example, we utilize the GGD model with $\alpha = 1.5$ instead of the normal distribution for QP = 15 at ultra low power (UltraLP) mode.

### 4. Performance Analysis

The R-D performance comparison among our early termination scheme with hybrid model and the JM12.2 reference software is presented in Fig. 4. In this experiment, AKIYO and STEFAN CIF video sequences are exploited. Moreover, the detail performance comparison of the $\Delta PSNR$, $\Delta$ bitrate, and $5\%$ of the proposed early termination scheme is also presented in Table II. In this table, $5\%$ stands for the detection rate of the early termination scheme. The large $5\%$ value represents more computation of motion estimation can be eliminated, and more decreasing of the power consumption. There are four power-aware modes, as shown in Fig. 3 and Table II, can be selected to achieve different levels of the low power requirements. When we select the HQ mode, the good RD performance can be reserved and 10% – 30% MBs will be terminated. The termination rate will increase when we select other low power mode. When the UltraLP mode is selected, more than 20% MBs will not perform inter prediction processing at low energy situation. For the low motion sequence or video surveillance like AKIYO sequence, even the $5\%$ values are larger than 50% as shown in Table II.
5. CONCLUSION

In this paper, a model-based early termination scheme of the inter prediction is proposed for power-aware H.264 encoder. We propose the early termination scheme to early detect the homogeneous or stationary blocks to early terminate the H.264 inter prediction procedure. The proposed early termination scheme is based on the statistical modeling of the motion compensated residual data. According to the statistical GGD model with different shape parameters, we develop a power-aware adaptive mechanism with multiple thresholds. According to the experimental results, our model-based early termination scheme for the H.264 inter prediction not only preserves fine RD performance but also eliminates the unnecessary operation in both IME stage and FME stage to realize the low-power and power-aware H.264 encoder system.

6. REFERENCE